Town of Franconia
Aerial Lift Policy

1. Purpose
· To protect employees from hazards associated with the use of aerial lifts.

· To ensure compliance with New Hampshire Department of Labor Standard 1403.05, Aerial Lifts.

2. Scope
· This policy does not apply to fire fighting apparatus (ladders, towers, platforms).

3. Responsibilities
· Employer shall:
1. Ensure that all vehicle mounted aerial lift equipment in the workplace is in accordance with American National Standards Institute (ANSI) A92.2-1979, “Vehicle-Mounted Elevating and Rotating Aerial Platforms.” 

2. Ensure that all hoses affecting the nonconductive characteristics of equipment are made of nonconductive material and that hydraulic fluids for insulated equipment are of the insulating type.

3. Ensure that rated load capacities for aerial lift equipment is conspicuously posted.

4. Provide employees who work on aerial lifts with some means of anchorage to which a safety belt or lanyard can be secured to the buckets, platforms, or booms.

5. Train employees who operate aerial lift equipment in safe operating procedures.

· Competent Person (Supervisor) shall:
1. Perform a visual inspection and operational check in accordance with the manufacturer’s and owner’s instructions.

· Employee shall:
1. Survey the area in which aerial lifts will be used for hazards such as overhead power lines.

2. Operate aerial lifts according to section 4 of this policy.

3. Check the rated load capacity posted on the lift prior to loading of tools and equipment.
4. Procedural Overview
· Lift Operation-
1. When operating an aerial-lift device, the operator shall look in the direction of travel of the bucket and be aware of the booms in relation to all other objects and hazards.

2. An aerial-lift truck shall not be moved when the boom is elevated in a working position with workers in the basket, except for equipment that is specifically designed for this type of operation.

3. The booms of a fully articulated aerial device shall not be considered elevated in a working position when the basket is directly in front of or behind the truck with the booms held as low as feasible and low enough so that the operator’s head is below the highest point of the vehicle.

4. During aerial-lift operations, workers not engaged in line clearance shall maintain a minimum clearance of 10 feet (3 m) from energized conductors rated 50 kV phase-to-phase or less.

5. For lines rated over 50 kV phase-to-phase the minimum clearance shall be 10 feet plus .4 inches (3 m plus 10 mm) for each kilovolt over 50 kV phase-to-phase.

5. Personal Protective Equipment
· Personal Protective Equipment typically required for aerial lift operations include but may not be limited to:

1. Protective hardhat with di-electric properties.

2. Fall protection full body harness (not a waist belt!)
3. Shock Protective bucket liner
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